
milliput
2-Part Epoxy Putty

The EPOXY PUTTY with a thousand uses

Product
Information

/sraxDARD r TERR/AcorrA
BLACK T SUPERFINE WHITE

SITVER GREY



iirl
rtilulJ:c.I

Itia
II\

o
U

=!
U

tr9+
.ou>9-etr

(.) !Lq)
E€ x
Eq)
S-g
=-to,o
bP
€J +i!cs5
h,0 .?

<E

I
z
Fti
AFitIt31
9G
ZOtaf z IJult
6 r e j:e$u

*,
JJc

.I
I
I
.I

F
tr

bo.s3
=.=O|-sEo\tr(u

,oo
oo(J',E
!o
oO
+3
l*o-3
Jn6
JL:
s lE- oJZ ET>csurtrs
d uoo
s.S s

^Ud sPUJUE
>ouoJDE
Uloo

;T
\.rvAcr o c.v€.o-opgs;.: E
!-q) U 9 v;9^-9-

.::-q9b
! E* xEs; s E".!
X oD- o-Elc.30.
:u "! I

.9a.O-*;.! E g;: E:t
= c, gp E

= 
$.- o o

rF<'-P

=Eq:-da*{\h

y rbi= 5U;P<'I<r;t v
J53tr!l0n UA.g

gl
F
E

tr
I
I

F
6

J
tr

gl
2
o
Il-
U-J

vII
J
tr

raI
E

G
III
ol

z
o
E
I

+.-tq
.I
I
r
.I

a
E

iil'! ii:la! i;ila, ;l:rlq 
tii'il

lll .l lllriI r :ili-;- li rt'l.ri 
I{jr- E$ iJ--J t Iq-J 
I

.rl,]

- ---J -r-/

'E :-,E-2
()o
E- -.e*E<u-.!rI

tarUgEg

*e 
= 

u 
= 
i* sEE.fl El'iruSEL U= r5 E

iU.EFHu
='5 u(t-q)>: o: b.S
ur E 3 e g:
r<F s 5 Yvr-s F
-'=!-€=?:.3 O 6(}_.Y

i i = e* ; s

2*Es: i:
E€: iEE s

i t EeE 8a

li
u,t
I
Zt

z l e

=iEtl Ee

tEis;HU?
3i8fi

F
F
o
(J

G
G
UI
F

+.-Jo.r
I
I
.I

E

5E
E=oe sEbI: fl.sr$

-6s.I q cs\, - o ?

{:E# E
ri C o OE
q-i=to9?

j € is E s
? 8" 3= b $
lR:sEE"a oi( P U E

f H s e [t
U E x EE $
< bE g H"P

fr n i"; st
F E€ E.s U

\,-E
fr9rr-i-YurI.,l/|r-Ulz=0lr{g T T it3 u I

E ?; {$8t3

Y.:
)-t.t
II:
'tilit.\

o
E

o
z
F
10

P
-aJ
c,

.I
I
I
.I

E
yE

1# $S rL.-+C

aE i: s
= 

p P9oEU;i e t:x:'ro
b. \S u \
: S€ E E SdEP{:3
hL\.EUI e.; o- r t\=8tr'= o

d I * E r:J-sy\o
JS'to\o

= H; E P E

2 e * s Fi<isup(
2)Etri
f,EEE&fiirh,Sagi

z
otr-JF

= f xFultr
0.G;6

=ey-z= 
E ?

g 5 i t
= 

d:4ide',srf=

siHt



'Why milliput - THE MOST VERSATILE MATERIAL AVAILABLE t
It iS

- Self hardening
- Non-shrinking
- Tough and durable
- Highly adhesive to most materials
- \flater and chemical resistant
- Sets under water and is electrically insulating
- Moulds like putty - sets like rockt

milliput is very easy to use. Full instructions can be found in the pack.

BRIEF INSTRUCTIONS
Mix equal quantities of the fwo parts for at least five minutes until the
colours mefge and become uniform and no streaks can be seen. Milliput
is then rcady to use. Speed of hardening is dependant on tempefature
rndat normal room temperafr.res Milliput becomes rock hard in 34 hours.

@ack weight I13.4 gm)

For much more information on the many uses for milliput
please visit

www.milliput.Got?l
The milliput Company

Unit 8, The Marian, DOLGELLAU, Gwynedd LL4O IUU
Tel/Fax OL34L 422562

E-mail: info@milliput.demon.co.uk
Designed by Alcantta Ltd CopyiiShr @ 2010 All kghts Rc.erved


